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The Seal Factory DOCK SEALS & SHELTERS

Our seals feature: double stitching of all seams, heavy bonded nylon thread - resistant to rot, mildew & UV, air compression release
holes, kiln dried lumber backers, 24"h x 4"w yellow guide stripes, brass grommets in bottom of pads for drainage, and come complete
with boxed galvanized mounting hardware.

Available Fabrics: 220z & 400z vinyl, black

On a level approach dock, ideal bumper projection is 6". To reduce premature wear & tear on seals, our seals are built to a standard
10" projection. This creates an optimum seal compression of 4”. Standard sizes are listed below, however The Seal Factory will always
build to suit your particular application. There is no additional charge to build to a 12" face x 12" projection, nor do we upcharge for
wedging or tapering. Our customers deserve the flexibility & dedication to service that comes with every product The Seal Factory
manufactures.
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Series 10: Fixed Header Foam Dock Seal T

Foam side pads & head pad frame door openings up o
8'w x 8'h, where traffic is of a consistent size. |
7 Side pads: 96"h x 10"w x 10" projection
7 Head pad: 116"w x 10"h x 10" projection

Series 20: Adjustable Curtain Dock Seal

Foam side pads & adjustable curtain are suitable for door openings up to 8'w x 10'h.
Curtain is adjusted using a pulley & cleat system. Easy to use, the S20 effectively reduces
the door opening height to create a seal along a trailer's roof. A great solution for varying
traffic height.

& Side pads: 120"h x 10"w x 10" projection
3 Head curtain: 116"w x 10" projection x 24" drop

Series 40: Stationary Truck Shelter

Well suited to door openings up to 10'w x 10'h, a shelter provides full access

to the trailer, while providing superior protection against the elements. When engaged,
the side & top panels hug the trailer due to flexible Cyply™ stays which are
sewn throughout the unit.

7 Double layered fabric on bottom 2' sections

-] 24w side panels

=) 36" drop curtain with corner wear flaps

3] Pressure treated lumber frame

I Resilient U.V. treated translucent HDPE covering
) “No Step” buns reduce bottom drafts

3 Steel guards help protect unit from damage




Series 50-I: Inflatable Header / Inflatable Sides Series 50-IF: Inflatable Header / Foam Side Pads

Suitable for door openings up to 8'w x 10’h. Unit inflates Suitable for door-openings up to 8'w x 10’h. Conventional foam
after the truck has docked to create seal against the rear side pads plus and inflatable head curtain that forms an efficient
& roof of the trailer. seal after the trailer has docked.
. Head unit: raked 112"w x 24" projection x 36" drop E Head unit: raked 120"w x 24" projection x 36" drop
5 Side units: 132”h x 12" projection . Side units: 1327h x 10"w x 10" projection
1 Pressure treated lumber head frame 1 Pressure treated lumber head frame
. Resilient U.V. treated translucent HDPE covering 1 Resilient U.V. treated translucent HDPE covering
7 Galvanized frame supports & 115 volt %2 hp < Galvanized frame supports & 115 volt ¥2 hp motor & blower

motor & blower

Series 50-STS: Inflatable Stationary Truck Shelter

A hybrid between a rigid frame truck shelter & an inflatable dock seal.
Provides full access to openings up to 10'w x10’h.

8 400z storage curtains with stays

& 115 volt ¥4 hp motor & blower

) Pressure treated lumber frame

3 Resilient U.V. treated translucent HDPE covering
1 “No Step” buns reduce bottom drafts

o Steel guards help protect unit from damage

Series 70: “L” Dock Seal

Incorporates the benefits of a foam pad seal with the accessibility

of a shelter. Foam side pads & adjustable curtain suits door openings
up to 10'w x 10'h. Width of the opening will determine width of the
side pad (either 18" or 21" face of “L” is standard).

& Side pads: 126"h x 16" projection

3 Openings up to 9'h include head pad: 136"w x 12"h x 12" projection
g Openings 10’ - 12’h include head curtain: 136"w x 16" projection

x 30" drop with velcro splits

3 “No Step” buns reduce bottom drafts

Series 90: “Water Guard”

A canopy application which is mounted above existing head pad or
curtain. Seals against the roof of the trailer to deflect rain to the sides,
keeping workers safe & product dry.

= 120"w x 32"h x 24" projection

3 160z Hypalon ® base for flexibility

g 400z extra layer on face

5 400z wear flaps in corners

3 220z storage curtain

3 Pressure treated lumber head frame

7 Resilient U.V. treated translucent HDPE covering
= Galvanized frame supports & trim

3 Dual density foam 6" thick




Waterloo: 519-886-0555

Guelph: 519-821-4400

d Owen Sound: 519-372-3333

www.ontrackdoorsystems.com Fax: 519-821-4420
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